
Photo-catalytic oxidation
VOC reduction panel
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Supplemental air stream purification with 

photo-catalytic VOC reduction

Photo-catalytic oxidation
VOC reduction panel
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DETAIL  B
DRY CONTACTS FOR B.I.C
Dry Contacts Connection:

Closed for Normal Operation,
Open in event of lamp failure.

OPEN= Not Operating;
CLOSED= Operating.

Contact Rated= 250V@1A
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UV Matrix IAQ Solution

Buzzer ON/OFF Switch

UV System with (2) to (4) 12" to 22" High intensity, 254 nm non ozone UVGI 
lamps on 6ft remote leads & High efficiency power supply.
W/ Dry Contacts Comes Standard for B.I.C

All dimensions are in inches Tolerance: ±0.03
 

UV Matrix AS-R

n1.00

Lamp Guide
(Provided)

Self Tapping Screw x Ductwork

Lamp Screws 
x Lamp to Lamp Lead

Duct Wall

Minimum Duct Clearence 12"

Minimum Duct Clearence 13 1/2"

Minimum Duct Clearence 16 1/4"

Minimum Duct Clearence 21 1/4"

Part No: AS-IH-1001 
Standard with AS-R-2/12,AS-R-3/12 & AS-R-4/12

Lamp Wattage: 16 Watts

Part No: AS-IH-1024
Standard with AS-R-2/14,AS-R-3/14 & AS-R-4/14

Lamp Wattage: 18 Watts

Part No: AS-IH-1003
Standard with AS-R-2/17,AS-R-3/17 & AS-R-4/17

Lamp Wattage: 25 Watts

Part No: AS-IH-1005
Standard with AS-R-2/22,AS-R-3/22 & AS-R-4/22

Lamp Wattage: 28 Watts

For optimal UV solution:
Determine duct sizes & Configure with longest possible lamp.

9

3 1/8

8 1/2

In order to reset each remote lamp individually, 
an individual reset button is provided for each lamp.
To reset the unit, press and hold the reset button for 
10 seconds while the unit is powered on.

Input: 120-277 VAC,50/60Hz,MAX 120W
RFI, EMI compliance: FCC PART 18A
Power Factor: >0.98

Normally CLOSED Normally OPEN

COMMON

1.58

8.05

LED Status Indicator
BLUE: OK-Normal Operation

RED: LAMP Not Operating

Compliments any ducted system

• 4X germicidal ozone free lamps
• 2x UVMATRIX-PCO Refresh VOC panels
• 18,000 hour lamp life
• UV Matrix power pack 120-277 VAC
• Dry contacts for building integration
• Flexible mount power pack on remote 

leads
• 15 year life PCO reduction grids
• Environmentally friendly renewable 

panels

Install on supply or return duct to further
 eliminate stubborn odors and airborne pathogens.

• Public buildings
• Airports
• Hospitals
• Daycare centers
• Animal facilities
• Manufacturing
• Assisted living
• Schools
• Hotels
• Convention centers



EPA establishment number: 074725-VT-001
copyright 2023-24 UltraVation Inc. 67 Tubbs Ave Brandon, VT 05733
866-468-8247 www.ultravation.com

Ultravation’s T3™ system is protected by US patents 
6,809,326B2 , 6,838,057B2. 7419642B2 and 682805B2 
other patents may apply.

Made in USA

25” nominal

• Easy to install
• Easy to service

18,000 hour 22 inch
non ozone UVGI lamps

2 X ReFresh PCO panels
With Ti-02 PCO zinc / silver 
Ag emulsion.

Can be used on square or round duct with 
transition.
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• Exclusive UV Matrix power center
• Supplies power to all lamps
• Monitors lamp performance
• Indicates when lamps need replacement
• Equipped with dry contacts for BAS connection
• 120-277 VAC 50/60 Hz. auto-sensing operation
• Dual LED performance indicators per lamp

10”

7”
2” deep

25” nominal

14” wide

• 4 independent 6 foot lamp 
leads

• Extension plugs available up 
to 12 feet for power applica-
tion.


