[image: image1.png]Ultravation

Professional Indoor Air Quality Products





UVMatrix AS Specification Sheet

1. Scope of Supply

The airstream irradiation equipment shall consist of T3 UVC Lamps (encapsulated in quartz sleeves), electronic power supplies, and power supply housing. The equipment shall have a replaceable fuse, on/off toggle switch and a 3/8" conduit connector for the customer power supply.

A. UVC Lamps

i. A lamp and protective quartz sleeve assembly shall be utilized in cold air conditions to provide maximum thermal optimization of the germicidal UVC Lamps.

ii. The UVC lamps shall be hot cathode type, and will produce broadband UVC of 250-260nm.

iii. The UVC lamps shall produce 85% of the initial UVC output at end of lamp life (9000 hours), or 70% of initial UVC output at extended life (18,000 hours).

B. Electronic Power Supply

i. Electronic power supplies shall be voltage specific and be offered in 120VAC or 277VAC and operate at either 50 or 60Hz.

ii. Electronic power supplies shall have a power factor of greater than 96%.

iii. Maximum current for each model shall be as follows:

C. Power Supply Housing

i. All electrical connections shall be housed inside the power supply housing.

ii. The power supply housing shall be of low profile and have integral mounting flange on each side of the housing total length. The mounting flange shall be provided with spaced mounting holes to be fastened to the duct work with hardware provided.
	
Model Number
	
AS-4/12
	
AS-4/17
	
AS-4/22
	
AS-6/12
	
AS-6/17
	
AS-6/22

	
Maximum Current @ 120V
	
0.94A
	
1.42A
	
2.84A
	
1.41A
	
2.13A
	
4.26A


2. Installation

A. Power supply housing shall be mounted on duct work and located preferably on supply side of air conditioning.

B. A series of 2" holes are required to be pre drilled into the duct work (quantity dependent on UV equipment needed).

C. Power supply housing shall be mounted on duct work and screwed into place.

D. Power connections to be terminated to terminal strip located inside the power supply housing.

3. Optional Equipment

A. UVC lamp monitor—Provided with dry contacts to indicate lamp operation status.

B. UVC intensity monitor— 0-100% meter, measuring 254nm UV, includes dry contacts that switch state when adjustable set point is reached.
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