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20' Lamp Leads Supplied
 with LCI Enclosure

LCI-2, 2 Lamp LCI Power Enclosure 
(NEMA 4X Rated)T3MC (T3 UVC Lamp Mounting Clip) 

Supplied with EZ-62 or LCI System

VXP-80 (Vertical Expansion Post
 adjustable from 47"-80" without cutting)
Compatible with UVMatrix EZ, SI, & LCI Series

AS-IH-0610 T3 Lamp (Shown) 
*Compatible Options Listed Above*

Typical 2 Lamp UVMatrix LCI Configuration, 
Shown with compatible 62" T3 lamps and 
Optional VXP-80 Post

Models & Specifications
Model Number

.35 amps @ 120V

.49 amps @ 120V
33" T3 Lamp
48" T3 Lamp

Compatible Lamp Options

AS-IH-0611
AS-IH-0612

UVMatrix LCI-2
UVMatrix LCI-2-M

.625 amps @ 120V62" T3 LampAS-IH-0610

Lamp Part Number Lamp Length (X) Power Consumption

Description Includes
Light Commercial Irradiation Kit, NEMA 4X enclosure and 20' lamp 
leads for internal or external mounting of electronics Power Enclosure, Lamp Leads, & Lamp Mounting Brackets/Clips

Power Enclosure with LED Status Indicator & Dry contacts, Lamp Leads, & Lamp Mounting Brackets/Clips
Light Commercial Irradiation Kit, Lamp Status, Building Integration Terminals within NEMA 
4X enclosure and 20' lamp leads for internal or external mounting of electronics
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VXP-120
                    Verticle expansion post for UVMatrix LCI & 
UVMatrix EZ systems. Adjustable without cutting from 80" to 
120", , (Ships with 3- Verticle posts, 2- Securing Plates, 14- 
Self Tapping screws). Standard 20 Gauge Gavanized Steel with 
optional 22 Gauge Stainless Steel.

JSM

VXP120-DSS

1/26/20

Inner 
post 

Outer 
post

5"

5"

2" 11
2"

3'-111
8"

Adjustable without
 cutting from 80"-120

Manually Bent 
in Field

Securing plate, mount with fasteners or 
adhesive sealant. (Fasteners/Adhesive for 
mounting to duct or air handler Not Included)

Outer 
post

Typical Post 
Dimensions

Typically 3- Mounting Screws 
(1 Per C-Channel Side)

Typically 2- 
Mounting 
Screws Per 
Overlapped 
Vertical Post

Standard 20 Gauge Galvanized Steel 
(-SS for 22 Gauge Stainless Steel 
Option)
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Typical 6 Lamp UVMatrix LCI Configuration, 
Shown with compatible 62" T3 lamps and 
Optional VXP-80 Post
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20' Lamp Leads Supplied
 with LCI Enclosure
 

LCI-6, 6 Lamp LCI Power Enclosure 
(NEMA 4X Rated)

AS-IH-0610 T3 Lamp (Shown) 
*Compatible Options Listed Above*

T3MC (T3 UVC Lamp Mounting Clip) 
Supplied with EZ-62 or LCI System

VXP-80 (Vertical Expansion Post
 adjustable from 47"-80" without cutting)
Compatible with UVMatrix EZ, SI, & LCI Series

Models & Specifications
Model Number

.35 amps @ 120V

.49 amps @ 120V
33" T3 Lamp
48" T3 Lamp

Compatible Lamp Options

AS-IH-0611
AS-IH-0612

UVMatrix LCI-6
UVMatrix LCI-6-M

.625 amps @ 120V62" T3 LampAS-IH-0610

Lamp Part Number Lamp Length (X) Power Consumption

Description Includes
Light Commercial Irradiation Kit, NEMA 4X enclosure and 20' lamp 
leads for internal or external mounting of electronics Power Enclosure, Lamp Leads, & Lamp Mounting Brackets/Clips

Power Enclosure with LED Status Indicator & Dry contacts, Lamp Leads, & Lamp Mounting Brackets/Clips
Light Commercial Irradiation Kit, Lamp Status, Building Integration Terminals within NEMA 
4X enclosure and 20' lamp leads for internal or external mounting of electronics
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20' Lamp Leads Supplied
 with LCI Enclosure
  

LCI-4, 4 Lamp LCI Power Enclosure 
(NEMA 4X Rated)

T3MC (T3 UVC Lamp Mounting Clip) 
Supplied with EZ-62 or LCI System

VXP-80 (Vertical Expansion Post
 adjustable from 47"-80" without cutting)
Compatible with UVMatrix EZ, SI, & LCI Series

AS-IH-0610 T3 Lamp (Shown) 
*Compatible Options Listed Above*

Typical 4 Lamp UVMatrix LCI Configuration, 
Shown with compatible 62" T3 lamps and 
Optional VXP-80 Post

Models & Specifications
Model Number

.35 amps @ 120V

.49 amps @ 120V
33" T3 Lamp
48" T3 Lamp

Compatible Lamp Options

AS-IH-0611
AS-IH-0612

UVMatrix LCI-4
UVMatrix LCI-4-M

.625 amps @ 120V62" T3 LampAS-IH-0610

Lamp Part Number Lamp Length (X) Power Consumption

Description Includes
Light Commercial Irradiation Kit, NEMA 4X enclosure and 20' lamp 
leads for internal or external mounting of electronics Power Enclosure, Lamp Leads, & Lamp Mounting Brackets/Clips

Power Enclosure with LED Status Indicator & Dry contacts, Lamp Leads, & Lamp Mounting Brackets/Clips
Light Commercial Irradiation Kit, Lamp Status, Building Integration Terminals within NEMA 
4X enclosure and 20' lamp leads for internal or external mounting of electronics




